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The Goal: Net Zero

Global warming relative to 1850-1900 (°C)

2.0
1.5 ;
Observed monthly global / f,/"
mean surface temperature
Estimated anthropogenic
10 warming to date and 0
likely range
Likely range of modeled responses to stylized pathways I
| ]Global CO2 emissions reach net zero in 2055 while net
non-COz2 radiative forcing is reduced after 2030 (grey in b, c &d)
2 2017 — [] Faster CO2 reductions (blue in b & ¢) result in a higher
probability of limiting warming to 1.5°C
>[I No reduction of net non-CO: radiative forcing (purple in d)
results in a lower probability of limiting warming to 1.5°C
o I
Y T T 1
1960 1980 2000 2020 2040 2060 2080 2100

[1]1PCC,2018



CCUS Role

Over 2,000 CCUS
industrial-scale facilities
are needed by 2040 to
limit global
temperature increase
to 1.8 °C

[2] Page et al,201 | [3] CO2Re, 2020

Registered large-scale facilities in CO2Re: 187

Completed, 53

Operational, 74

Development /

planning, 2

Early

development, 20 In construction, 10

Advanced development, 28

= At least 800,000 CO2 = 400,000 tonnes CO2/year = Technology advancement
tonnes/year coal based other emissions or deployment



Operational CCUS large scale projects
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Challenges: Cost and Expertise

~\
Carbon 75 — 80%
apture [4]
)
Utl I |zat|on
25-40 %
Produced
StO r'age energy penalty
[5]

[4] Wang et al, 201 | [5] Di Biase and Sarkisov, 2013



Challenges: Cost and Expertise

N )
Carbon 75 — 80% + Pre-Combustion
apture = .
o * Oxyfuel
Utlllzatlon )
25 _ 40 % * Post-Combustion )
Produced .
Storage energy penalty * Chemical looping
[5]

[6,7,8]

[4] Wang et al, 201 | [5] Di Biase and Sarkisov, 2013 [6] Dantas et al, 201 | [7] Younas et al, 2016 [8] IPCC, 2005



Post-Combustion Capture

Retrofitting

* Power plants
* Industrial applications

mm Development

e Commercial implementation

mm Operation parameters

 Transferability @

[9] Garcés-Polo et al,2017 [10] Li et al, 2013

[9]

40 -150 - 400 °C
~| bar




Post-Combustion Capture

Retrofitting

* Power plants Membranes
* Industrial applications

Liquid absorption

mm Development

e Commercial implementation

Solid Adsorption

mm Operation parameters

 Transferability @

[9] Garcés-Polo et al,2017 [10] Li et al, 2013

[9]

40 -150 - 400 °C Cryogenic distillation
~| bar




Adsorption

Exothermic and
spontaneous process
where particles or
molecules get
attached to the
surface of a solid
material, the
adsorbent.

[9] Garcés-Polo et al, 2017 [I 1] Meisen and Shuai, 1997

Adsorbent




Advantages

Adsorbent .
Lower energy requirements
" Lower capital and operation costs
A -
Ad SOr ti on g Wide operability range
P “ “‘ * Pressure: | — 40 bar
) .’, * Temperature: 40 — 500°C
o
Exothermic and () ) hall
n
spontaneous process Challe ges
where particles or (( O ®
e & s Low CO2adsorption capacity
Low CO?2 adsorption capacit
attached to the 3 . —
surface of a solid oD Scalability
il th

adsorbent.

[9] Garcés-Polo et al, 2017 [I 1] Meisen and Shuai, 1997



Advantages

Adsorbent .
Lower energy requirements
Lower capital and operation costs
) o a
Ad S O r tl O n g Wide operability range
P “ “‘ * Pressure: | — 40 bar
) .’, * Temperature: 40 — 500°C
o
Exothermic and ) )
() Challenges
spontaneous process
where particles or «@o ®
w
:&:ﬁfé iztthe e w Low CO?2 adsorption capacity

Scalability

surface of a solid
material, the
adsorbent.

Lack of expertise

What is the current state of adsorption

implementation for large scale CO2 capture?

[9] Garcés-Polo et al, 2017 [I 1] Meisen and Shuai, 1997



Methodology

c
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Adsorption

- 'O + T L [ESHNoLoGy === CO2 capture

LABORATORY

TRL

= Surveyed the registered CCUS projects in the database from the Global CCS Institute (CO2Re) and the

NETL database from the Department of Energy from the United States.

= Only the projects using adsorption as the capture technology were selected

m  Additional technical details were obtained from various sources

[3] CO2Re, 2020 [12] NETL, 2020



Assigned a Technology
Readiness Level (TRL)
to each project based
on their individual
characteristics
according to the TRL
guide from the Nuclear
Decommissioning
Authority of the UK
Government

[13] NDA, 2014



TRL

Assigned a Technology
Readiness Level (TRL)
to each project based
on their individual
characteristics
according to the TRL
guide from the Nuclear
Decommissioning
Authority of the UK
Government

[13] NDA, 2014

|. Conception
of the basic
principles

6. Large scale

/. Testing near
full-expected
throughput

2. Invention
and research

8.Active
commissioning

3. Proof of
concept

4. Bench-scale
research step

9.Active
facility




|. Conception
of the basic

2. Invention 3. Proof of

principles and research concept

TRL

Assigned a Technology 4. Bench-scale
Readiness Level (TRL)
to each project based
on their individual
characteristics
according to the TRL

guide from the Nuclear

‘ 5. Pilot scale

research step

Decommissioning
Authority of the UK
Government

[13] NDA, 2014
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Results

[3] CO2Re, 2020 [12] NETL, 2020
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Pilot Hadong Dry-sorbent CO, Capture
System Test

Korea Electric Power Research Institute | Hadong Power Plant,
South Korea | April 2014 - 2017

RTI’s solid sorbent-based CO, capture

process
RTI International | DOE, NETL | North Carolina, United States

VeloxoTherm™ CO, capture process

demonstration
Inventys Thermal Technologies Incorporated | Svante, Electricore
Inc | Lashburn, Saskatchewan, Canada

Haifeng Carbon Capture Test Platform
Guadong Electric Power Design Institute | UK-China (Guadong)
CCUS Centre | CRP Haifeng Power plant, Haifeng, China | January
2018 — Present

Adsorbent

KEPCO2P2
35% K,CO, | 65% Support
Cost: $2.7/kg
BET: 84.3 m?/g

Poly-Amine (PEIl) on Silica
Cost: > $10/kg

BET:>200 m?/g

Adsorption capacity: | 1.8 wt%

Amine-Appended MOF
Adsorption capacity: 2.4 mmol/g

Physical adsorbent

Scale
tC0,/day

Regeneration

TSA
Adsorption: 40 — 80 °C
Regeneration: 140 — 200 °C
Reactor: Fluidised Bed

TSA

Adsorption: 80 °C
Regeneration: |10 °C
Reactor: Fluidised Moving Bed

TSA
Reactor: Rotating Bed
VeloxoTherm™
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Sorbent Based Post-Combustion CO,

Slipstream testing
TDA Research Inc. | Porocel | Wheat Ridge, Colorado |
February 2014 — January 2021

High-Efficiency Post Combustion Carbon

Capture System

Precision Combustion, Inc. | University of Florida, CSIRO |
North Haven, Connecticut | February 2017 — April 2022

Amine-Appended MOFs as switch-like

adsorbents for energy efficient carbon capture
Lawrence Berkeley National Laboratory | DOCCSS, Mosaic Materials,
Inventis | Berkeley, California | August 2017 — July 2021

Adsorbent

Alkalised alumina Al,04
Cost: $13.23/kg
BET: 84.3 m?/g

MOF on Microlith in
adsorption modules
Adsorption capacity: ~9.7 wt%

Alkyl-Amine coated MOF
Adsorption capacity: 2.4 mmol/g

Regeneration

PSA
Estimated cost:
$41.30/tonCO,

TSA

Adsorption: 30 °C

Regeneration: 80 °C
Estimated cost:

$4.00/tonCO,

TSA
Reactor: Rotating Bed
VeloxoTherm™




-

N_: NATIONAL

C— cChiCD™YVY
= | £ E“-.H;:i‘-.:»"a’

TL TECHNOLOGY
LABORATORY

A New Sorbent Process for Transformational Carbon
Capture Process

TDA Research Inc. | Membrane Technology & Research Inc. | Wheat Ridge,
Colorado | July 2018 — August 2021

Transformational Sorbent System for Post-

Combustion Carbon Capture
TDA Research Inc. | UOA, UOC Irvine, Wyoming Integrated Test Center
| Wheat Ridge, Colorado | June 2019 — May 2022

Transformational Molecular
Layer Deposition Tailor-Made
Size Sieving Sorbents for Post-Combustion CO, Capture

Rensselaer Polytechnic Institute | University Of South Carolina, GTI, Trimeric
Corporation, NCCC | Troy, New York | October 2019 — September 2022

Transformational Sorbent-Based Process for a
Substantial
Reduction in the Cost of CO, capture

InnoSepra, LLC | Main Line Engineering , Plant Process Equipment, ASU,
TCM | Bridgewater, New Jersey | May 2019 — April 2022

Adsorbent

lon exchange Amine-
polymeric resin
Cost: $7.00/kg
BET: 77.7 m2/g

Adsorption capacity: 2.8 mmol/g

SIFSIX-2-Cu-l MOF
BET: 526.6 m?/g

Adsorption capacity: 2.33 mmol/g

TiO, / Al,O; on Zeolite 13X
Cost: $3.60/kg
BET: 325 m?/g

Adsorption capacity: 9 wt%

InnoSepra, LLC adsorbent
BET: | 000 000 m?/m?3

Regeneration

VSA
Adsorption: 60 °C ~12 psia
Regeneration: ~3 psia
Estimated cost: $29.70/tonC 0,

VCSA
Adsorption: ~50 °C 0.2 — 0.3 atm
Estimated cost: $30.00/tonC 0,

PSA
Adsorption: 21.11 °C 15.7 psia

Regeneration: |.45 psia
Estimated cost: $28.00/tonC 0,

TSA
Adsorption: 25 — 40°C

Regeneration: 100°C
Estimated cost: $38.00/tonC 0,




Adsorbent

Resin, |

K2CO3, | ‘
MOF 4
SHKa,I——‘IIIII’
A203,2"
Special, 2
Cost $USD/kg
o o ° ° ° |



Adsorbent

Resin, |
K2CO3, | ‘
MOF, 4
Silica, |
Special, 2
Cost $USD/kg
o o ° ° ° |

Regeneration

N/A, |

vsca, “

TSA,5
VSA, 2
PSA, 2!
Cost $USD/tonCO2
° oo °o o |
0 10 20 30 40 50



A grain of salt...

Reactor Type

Fixed bed, 4
Rotating, 2

Fluidized, 2



A grain of salt...

Reactor Type Regeneration energy cost
MOF-Microlith project

Regeneration TSA with waste ESA with

heat recovery and o :
Process resistive heating
CO, purge

Fixed bed, 4
Rotating, 2

Energy used
[kWh/ton CO,] 2t ekt

Energy cost

Total cost 3.4 9

[$/ton CO,]
Fluidized, 2



Conclusions

m Absorption is the most mature capture technology
m Adsorption is a viable alternative

m “|solated” knowledge
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Conclusions

m Absorption is the most mature capture technology

® Adsorption is a viable alternative
Challenges

m “|solated” knowledge

.“ - Affordable continuous large-scale production of
g the adsorbent
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Adeorpfion™RE - § 1
® Heat management and temperature control
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Thank you for listening
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