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Project Background
• Ireland’s Climate Action Plan objectives

– Reducing CO2 emissions by 50% by 2030 
– Achieving net zero CO2 emissions by 2050
– Potential role for Carbon Capture & Storage (CCS)

• Action 126: ‘Examine… the feasibility of…
Carbon Capture and Storage’ 

– Emitter clusters identified in Cork and Dublin
– Potential Carbon Sinks identified 

• Cork (former Kinsale Gas Field)  
• Norway (Northern Lights Project)

• EU Project of Common Interest (PCI) status in 2019 (Memorandum of 
Understanding between Ervia Cork CCS & Northern Lights)
– Feasibility Study completed in 2021.

• Pre-FEED Study – supported by Connecting Europe Fund (CEF)
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Pre-FEED Study Objectives
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Mission Statement
Develop a detailed costing of CO2 transportation infrastructure to inform CCS policy
• CO2 gathering network
• Central Processing Facility including liquefaction, temporary storage, regasification
• Ship loading facilities for CO2 export and import

~ 5% of Irish CO2 Emissions

• Process Engineering – PFD, MSD, P&ID, Datasheets, Equipment list, etc.
• Develop safety processes (HAZID, HAZOP, HIRA, Gas Dispersion studies)
• Produce a well defined design basis for FEED
• AACE Class 4 Cost Estimate for CAPEX 
• OPEX Estimate

Cork (1.25MMtpa CO2)
1. BGE Whitegate Power Station
2. Irving Oil Whitegate Refinery
3. ESB Aghada Power Station

Dublin (1.75MMtpa CO2) 
1. ESB Dublin Bay Power Station
2. Covanta Dublin Waste to Energy (WTE) Plant
3. ESB Poolbeg Power Station



Carbon Transportation and Storage
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Carbon Transportation and Storage
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Process Engineering (160 docs)
12 Process Flow Diagrams (PFD)
10 Utility Flow Diagrams (UFD)
12 Process Safety Flow Diagrams (PSFD)
19 Material Selection Diagrams (MSD)
28 Piping & Instrumentation Diagrams (P&ID)
40 Process Datasheets
Single Line Diagrams (SLD)
Input / Output List

Safety Processes (12 docs)
HAZID / HAZOP / HIRA 
Gas Dispersion

Detailed 
Project Brief

Pre-FEED Methodology
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Philosophy Documents (36 docs)
Process & Utilities Design Basis,
Process Control & Safeguarding,
Pipeline Design, Material Selection,
HSSE, Operations & Maintenance,
Process Safety Design Basis,
Stakeholder Management
Legislative & Environmental Approvals

Study Basis

Shipping 
Studies

Plant Design  (54 docs)
Plot Layout with Storage, Civil, Structural, 
Architectural, Drainage, and Electrical Design
Developed 3D Models for facilities
Preliminary Design of Jetties & Marine

CO2 Gathering Network (52 docs)
Pipeline alignments
Flow Assurance & Hydraulic Analysis
Proximity / Safety separation

FEED 
Basis of 
Design

AACE Class 4 Estimate
Work Breakdown Structure (WBS)
Equipment Vendor Quotations
Bulk Material Take-Offs & Pricing
Indirect Costs (e.g. Const. Eqp. Etc.)
Contingency Analysis

~320 documents

Project Execution Plan
Procurement Strategy
Contracting Strategy
Construction & Logistics Strategy
Programme / Schedule

Risk & Opportunities Register
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Whitegate Pig Launching Installation

Aghada Pig Launching Installation

Irving Oil 
Whitegate  
Refinery

BGE Whitegate 
445MW

Power Station

CPF

Ervia CCS Project

Emitters

CO2 Pipeline Network
(10.5km)

Valve Installation

Inch Pig Receiving 
Installation

ESB Aghada
430MW

Power Station

New Jetty



Central Processing Facility – Cork
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Dublin CO2 Gathering Network
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Ervia CCS Project
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Potential Plant Location – Dublin
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CO2 Shipping Study
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CO2 Conditions
• Medium Pressure conditions 

(14bar to 20bar / -30oC to -19.5oC)
• Northern Lights Project Specification
• Compatible with LPG carriers

Vessel size 
• 7,500m3 x 4No. Vessels per facility
• Voyages per year:

• Cork: 152 (900nm to Kollsnes)
• Dublin: 212 (750nm to Kollsnes) 

• Determines storage capacity requirements:
• Cork: Vessel + 3 days production = 26,050m3 

• Dublin: Vessel + 3 days production = 29,700m3 

• Future consideration: 15,000m3 vessels (2 per facility)

Port Locations
• Cork and Dublin suitable for envisaged vessel sizes

Northern Lights CO2 Vessel (7,500m3)
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CO2 Temporary Storage

Storage Options
• Spheres

– Larger capacity : 4 Spheres equated to 53 Bullets  
– More economical as storage needs increases, reduces footprint
– Sphere option reduces piping, valving, and simplifies control system
– Sphere option reduces risk of leaks and/or equipment failure

• Horizontal Vessels / Vertical Vessels (Bullets)
– Economical (shop fabricated) suitable for smaller volumes
– Size limitations driven by economics (i.e. steel thickness)
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Jetty Design
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• New Jetties required:
Cork – Whitegate oil jetty cannot 
accommodate CCS project
Dublin – Existing jetties will be 
removed for 3FM Project. New oil berth for 
NORA planned for Poolbeg

• Safe vessel access at all stages of tide 
without obstructing other marine traffic

• Dredge to -10m Chart Datum  
• Jetty Lengths:

Cork: Approximately 1,150m
Dublin: Approximately 280m

• Design loading for 15,000m3 vessels
• Steel piled construction with reinforced 

concrete decks

Cork / Aghada

Dublin / Poolbeg



Indicative Project Schedule

14

2 years

1 year

1 year

27 months

9 months

3 months

6 months

Key Programme Risk Areas

Government Spending Code approvals

Statutory Planning Processes

Major equipment procurement



Important Notice
This is a Class 4 Cost Estimate in accordance with the estimate classification system recommended by AACE 
International (formerly known as the Association for the Advancement of Cost Engineering) (“AACE”) and 
documented in AACE Recommended Practice No. 18R-97, “Cost Estimate Classification System” (the “Estimate”).
The Estimate is based upon the scope, basis, exclusions, assumptions and clarifications noted herein (collectively, 
the “Basis”). Any change to the Basis set out in this document will result in changes to the Estimate presented 
here and will cause corresponding changes to the proposed contingency presented here.  Any such changes will 
create a new baseline Estimate to which the expected accuracy range(s) recommended by AACE will apply.
Given the significant market uncertainty at the present time and its impact on the supply chain and labor availability, 
this cost estimate does not include any allowance for inflation affecting the cost of materials, equipment, 
transportation or labor, and the schedule on which this estimate is based makes no allowance for the risk of 
shortage of materials, equipment and/or labor. 
This document is prepared by Bechtel Infrastructure Ireland Limited (“Bechtel”) and RPS exclusively for the use by 
Ervia (“Customer”) for consideration in its Cork CCUS CEF PreFEED project. This document contains information 
that is confidential and proprietary to Bechtel or its affiliates, clients, or suppliers, and may not be used, reproduced, 
or disclosed without Bechtel’s prior written permission. The information contained within this document is 
preliminary and not intended for use as a basis for significant financial decisions or part of any financial 
transaction. The conclusions in this document are dependent upon, among other factors, the accuracy of the Basis 
(which includes information supplied by Customer that has not been verified by Bechtel). Accordingly, Bechtel does 
not make any warranty or representation, either express or implied, concerning the accuracy or usefulness of the 
information contained in this report or assume any liability with respect to the use of, or for damages resulting from 
the use of, any information contained in this document. Further, Bechtel does not guarantee that any assumed 
conditions will, in fact, occur. Any person who intends to take any action, which is in any way related to or affected 
by the information contained herein, should read the material constituting the Basis in its entirety and independently 
perform its own due diligence and verification of the Basis. It should not be assumed that any information 
contained herein shall continue to be accurate subsequent to the date hereof (24th May 2022). For the avoidance 
of doubt, the information does not constitute an offer on the part of Bechtel or a commitment of plant performance.
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Cost Estimates – CAPEX Methodology

AACE Class 4 estimate was developed considering the following elements:
• Vendor pricing for mechanical equipment based on process data sheets
• Material Take-Off (MTO) quantities based on conceptual 3D model
• Reference to recent historical and local pricing for bulk materials and labour
• EPC costs with consideration of:

– Traffic & logistics
– Temporary construction facilities
– Professional Services (i.e. Engineering, Procurement and Project Controls during EPC)
– Construction services and equipment (tools etc.)
– Commissioning and start-up costs 

• Other Costs (Contingencies, spare parts etc.)

• CAPEX exclusions are; abnormal subsurface conditions, unexpected underground 
demolition, remediation of contaminated soils, cost of electrical grid connections and 
owner’s costs (e.g. cost of land purchase, permitting costs, environmental studies, 
environmental impact assessments and financing costs etc.). 

• Current global pricing volatility and global supply chain disruptions has meant that 
future escalation cannot be priced at this time and is also excluded.

16



AACE Class 4 Cost Estimate Accuracy
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Key Equipment Costs Direct Costs Indirect Costs Other Project Costs

Compressors
Pumps
Spheres
Tanks
Air coolers

Bulk materials
(Steel, Pipe, etc.)
Installation costs
(Labour, scaffolding, insulation, 
painting)
Subcontract costs

Temporary Facilities
Construction Equipment, 
Tools & Supplies
Field Engineering
Start-up labour & material
Traffic & Logistics

Professional services
(Engineering, Procurement, Project 
Controls)
Warranty
Fee
Contingency

AACE Estimate Development
1. The Bare Estimate Value must 

fully consider the items listed in 
the above table. 

2. 20% contingency has been used 
for this project based on a project 
contingency assessment. 

3. The +/- value shown represents 
the typical percentage variation 
of actual costs from the cost 
estimate after the application of 
contingency for each Class of 
AACE estimate.

1

2

3



Cost Estimates – Location Summary Comparison
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Description Cork Dublin
Plant Capacity 1.25MMtpa 1.75MMtpa
No. Liquefaction Trains 4 5
Minimum Flow Rate 0.125 MMtpa 0.25 MMtpa
Regasification 0.5 MMtpa No
Length of CO2 Gathering Network 10.5km 1.35km
No. Pipeline Installations 4 1

Liquid CO2 Storage Capacity 3 spheres
26,050m3

3 spheres
29,700m3

Length of Jetty 1,150m 280m

CAPEX €510 m €450 m
OPEX* €40 m/a €41 m/a
*  50% of OPEX cost is from electricity consumption, this is currently a highly unstable variable 



Class 4 Cost Estimate – Cork
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Total CAPEX : €510 m

Liquefaction
€124m

Jetty & 
Loading Arms

€140m

Utilities
€35m

Pipeline
€30m

Regasification
€23m

Buildings
€14m

Vents
€12m

Roads, 
Fences etc.

€13m

CO2 Storage
€118m



Class 4 Cost Estimate – Dublin
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Total CAPEX : €450 m

Liquefaction
€157m

CO2 Storage
€127m

Utilities
€35m

Buildings
€15m

Vents
€12m

Pipeline
€10m

Roads, 
Fences 

etc.
€10m

Jetty & 
Loading Arms

€82m



CAPEX Sensitivity Analysis
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Scenario Cork
CAPEX

Dublin
CAPEX

Base Case €510 m €450 m

Increase Flowrate by 50% €687m
(+35%)

€630m
(+40%)

Increase Flowrate by 100% €792m
(+56%)

€736m
(+64%)

Decrease Flow rate by 50% €428m
(-16%)

€365m
(-19%)

Class 5 Estimated Costs for Flowrate Sensitivity:



Pre-FEED Study – Key Findings

• The comprehensive project scope led to greater detail and cost accuracy:  
– Detailed P&IDs were more developed than for a typical Pre-FEED
– A preliminary HAZOP at this Pre-FEED stage pushed the definition of the project 
– Shipping studies were essential to optimising overall project configuration
– Modelling of CO2 gathering network resulted in optimised configuration for Cork
– Vendor pricing was obtained for all major equipment before February 2022

• Other key factors which led to greater accuracy of Class 4 cost estimate included: 
– EPC contractor expertise and access to vendors
– Local knowledge and expertise of similar infrastructure in Ireland
– Development of 3D model for material quantities etc.

• Value engineering opportunities identified included: 
– Further consideration of vessel sizes and onshore storage requirements 
– Potential for shared marine facilities 
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Pre-FEED Study – Conclusions

• The study has resulted in a detailed understanding of the transportation & 
storage aspects of CCS and the associated costs in Ireland

• The AACE Class 4 cost estimates for Cork and Dublin were developed 
rigorously and accurately reflect (normal) ‘real world’ conditions

• This infrastructure is technically feasible for both locations 

• If the projects were to be progressed, development would take at least 7 years 

• If progressed, stakeholder engagement and statutory approvals will be critical to 
timely project delivery

• This Pre-FEED study will inform CCS policy 

• The legislative context for CCS in Ireland must be developed

• Many aspects of this study are transferrable to potential CCS projects 
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Ervia CCS Project - Cork Ervia CCS Project - Dublin

Go raibh maith agaibh!

Thank You!


