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NOTES:

1. 5 X 25% CO2 LIQUEFACTION PLANT. TYPICAL        
CONFIGURATION OF ONE REFRIGERATION STRING IS 
SHOWN.

2. OPERATING PRESSURE SHOULD NOT FALL BELOW 8 
BARA IN PRESENSE OF LIQUID CO2 DUE TO MINIMUM 
DESIGN METAL TEMPERATURE.

3. FULL FLOW BYPASS.

4. 2 X 50% CONFIGURATION FOR REFRIGERATION 
SCREW COMPRESSOR HAVE BEEN SELECTED BASED 
UPON VALUE ENGINEERING CONSIDERATION. THE 
COMPRESSOR DESIGN SHALL BE SUBJECT TO 
TECHNOLOGY QUALIFICATION DURING DETAILED 
DESIGN.

5. BOTTOM TANGENT LINE OF REFRIGERATION 
COMPRESSOR SUCTION KOD TO BE 1 METER HIGHER 
THAN HHLL OF CHILLER TO ENSURE GRAVITY FLOW.
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NOTES:

1. SWITCHING VALVES TO BE OPENED ONLY DURING 
REFRIGERANT UNLOADING FROM TRUCK. 

2. VALVES TO REMAIN CLOSED DURING REFRIGERANT 
INVENTORY/MAKE-UP OPERATION. VALVES TO REMAIN 
OPEN DURING DE-INVENTORY OPERATION FROM 
LIQUEFACTION TRAINS.

3. VALVES TO REMAIN OPEN DURING REFRIGERANT 
INVENTORY/MAKE-UP OPERATION. VALVES TO REMAIN 
CLOSED DURING DE-INVENTORY OPERATION FROM 

LIQUEFACTION TRAINS.
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NOTES:

1. TEMPORARY PIG LAUNCHERS/RECEIVERS 
CONSIDERED DUE TO RELATIVELY SHORT PIPELINE 
LENGTH. 
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STORAGE AND SHIP LOADING
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NOTES:

1. CONFIGURATION WOULD BE SIMILAR FOR ALL CO2 
SPHERES.

2. 2 X 100% CONFIGURATION.

3. TYPICAL CONFIGURATION HAS BEEN SHOWN. FINAL 
CONFIGURATION TO BE DETERMINED BY VENDOR.

4. 2 X 75% CONFIGURATION.

5. LOADING LINE AND BOG TO/FROM SHIP LINE IS SIZED 
FOR 15000 M3 SHIP SIZE AT LOADING RATE OF 1600 
TON/HR.

6. CONNECTION AND PLOT SPACE FOR TWO FUTURE 
LOADING ARMS, ONE CO2 SPHERE AND ONE CO2 
EXPORT PUMP TO BE PROVIDED FOR FUTURE SHIP 
SIZE OF 15000 M3.

7. OPERATING PRESSURE SHOULD NOT FALL BELOW 8 
BARA IN PRESENSE OF LIQUID CO2 DUE TO MINIMUM 
DESIGN METAL TEMPERATURE.

8. PIGGY-BACK TYPE LOADING ARMS THAT ARE 
CAPABLE OF HANDLING BOTH VAPOUR AND LIQUID 
SIMULTANEOUSLY. TWO LOADING ARMS WILL BE IN 
OPERATION AND ONE IS SPARE.
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