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GENERAL NOTES:

i) HARD COPIES, DWF AND PDF WILL FORM A
CONTROLLED ISSUE OF THE DRAWING. ALL OTHER
FORMATS (DWG ETC.) ARE DEEMED TO BE AN
UNCONTROLLED ISSUE AND ANY WORK CARRIED OUT
BASED ON THESE FILES IS AT THE RECIPIENTS OWN
RISK. RPS AND BECHTEL WILL NOT ACCEPT ANY
RESPONSIBILITY FOR ANY ERRORS FROM THE USE OF
THESE FILES, EITHER BY HUMAN ERROR BY THE
RECIPIENT, LISTING OF THE UN-DIMENSIONED
MEASUREMENTS, COMPATIBILITY WITH THE
RECIPIENTS SOFTWARE, AND ANY ERRORS ARISING
WHEN THESE FILES ARE USED TO AID THE RECIPIENTS
DRAWING PRODUCTION, OR SETTING OUT ON SITE.

NOTES:

1. PIPELINE HIGH HIGH PRESSURE PROTECTION WILL
BE PROVIDED AT EMITTER'S SITE.

2. WAREHOUSE SPARE IS PROVIDED.

INTERLOCKS:
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RESPONSIBILITY FOR ANY ERRORS FROM THE USE OF
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MEASUREMENTS,

COMPATIBILITY WITH THE

RECIPIENTS SOFTWARE, AND ANY ERRORS ARISING
WHEN THESE FILES ARE USED TO AID THE RECIPIENTS
DRAWING PRODUCTION, OR SETTING OUT ON SITE.

NOTES:

1. SWITCHING VALVES TO BE OPENED ONLY DURING
REFRIGERANT UNLOADING FROM TRUCK.

2. VALVES TO REMAIN CLOSED DURING REFRIGERANT
INVENTORY/MAKE-UP OPERATION. VALVES TO REMAIN
OPEN DURING DE-INVENTORY OPERATION FROM

LIQUEFACTION TRAINS.

3. VALVES TO REMAIN OPEN DURING REFRIGERANT
INVENTORY/MAKE-UP OPERATION. VALVES TO REMAIN
CLOSED DURING DE-INVENTORY OPERATION FROM

LIQUEFACTION TRAINS.
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V-2201A/B/C
CO2 SPHERE
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DESIGN TEMPERATURE: 70/-46 °C
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