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Term

ASME

LCO2

FEED

CCs

CCGT

CPF

Glossary

Definition

American Society of Mechanical Engineers
Liquid Carbon Dioxide

Front End Engineering Design

Carbon Capture and Storage

Combined Cycle Gas Turbine

Central Processing Facility
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Liquid CO. Storage Study - Cork

1 INTRODUCTION AND SCOPE
1.1 Project Background

Ervia is assessing how Carbon Capture and Storage (CCS), located close to large-scale CO2 emitters can
play a role in reducing Ireland’s CO2 emissions. A technical feasibility study on the potential for large-scale
CCS in Ireland was completed by Ervia in 2020.

The general location of Aghada Power Station in County Cork was selected as a potential site for a Central
Processing Facility (CPF) for liquefaction, storage, and export of CO2 overseas via a new marine jetty. The
CPF will cater for CO2 captured at 3 emitter locations (Whitegate Power Station, Irving Oil Whitegate Refinery
and Aghada CCGT). A new CO: gas pipeline gathering network will transport CO2 from the emitters to the
CPF.

Ervia has appointed RPS / Bechtel to carry out a Pre-FEED study that involves a detailed assessment of the
key CPF, pipeline and storage infrastructure necessary to condition, compress, transport and store liquid CO2
at Cork harbour for subsequent loading onto ships for export. (Note: The scope of this project does not include
the carbon capture facilities at each emitter).

Additionally, the new marine jetty in Cork will also be utilised for import of liquid CO2. This scenario considers
the regasification of liquid CO2z at Cork for transport via pipeline to the Inch terminal which is the link to
indigenous offshore permanent storage at the depleted Kinsale Head Gas Field.

1.2 Scope

As a part of the project, temporary above ground storage will be needed to hold the liquified carbon dioxide
(LCOg) for both indigenous uses and for export overseas. This document reviews the requirements and
identifies possible options for storage of LCO: in Cork.

COz2 is generally stored as a refrigerated liquified gas or compressed gas at high pressure in large pressure
vessels, or alternatively in large underground caverns as low pressure gas. Due to the storage capacity needs,
space considerations, and transportability, this report is only considering the aboveground temporary storage
of liquified carbon dioxide (LCOz).

The most common type of storage for LCO2 are spherical pressure vessels and horizontal or vertical pressure
vessels (bullets). This report will describe the storage needs for this Pre-FEED study and will discuss the
benefits of each of the different types of storage. Some of the considerations include vessel size limitations,
number of vessels needed, and general operational benefits.

The report also includes some preliminary design information for the spherical vessels.
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2 APPLICABLE REGULATIONS AND STANDARDS

In the event of conflict or deviation from requirements stipulated in this design basis and other applicable
documents, the following order of precedence shall govern:

European Regulations
e Irish Regulations

e European Standards

e International Standards
e Irish Standards

e Ervia Standards

A preliminary list of regulations and standards will be developed as part of pre-FEED scope as a basis for
FEED.
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3 BASIS OF DESIGN

3.1 Design Capacity

The capacity requirements for storage have been based on ship capacities that will likely be used for
exportation of the LCO2. Two possibilities have been considered and are as follows.

Additional Production Days Required Storage Working
Capacity
7,500m3 3 days Production 18,550m?3
(11,050m3)
15,000m? 3 days Production 26,050m?
(11,050m3)

For the storage needs evaluation, consideration has been given for a required storage working capacity of
26,050ms3.

It is considered that the CPF liquefaction and regasification trains can not be operating simultaneously (i.e.
plant will either be in liquefaction or regasification mode). Therefore the calculated storage volume for export
is the largest storage volume required for this plant considering that there will be no production of Liquid CO2
from the CPF during import.

3.2 Design Requirements

LCO2 can be stored at a wide range of temperatures and pressures. For export and import terminals, the
conditions for CO2 storage should be aligned with the shipping transport conditions. The CO:2 delivery
conditions for this project are shown below. See also Ref 3.

Table 3-1 CO; Ship Transport Conditions

Ship Transport Conditions Range

(Medium Pressure Conditions)

Pressure, bara (Min/Max) 14720
Temperature, °C (Min/Max) -30/-19.5

To accommodate some warming of the of the product while it is being temporarily stored in pressure vessels,
it is common to store the product at a temperature closer to the triple point temperature, refer to phase diagram
below. The lower temperature also allows the vessels to operate at a lower design pressure which can help
reduce vessel cost.

For the purpose of this study, the following design conditions have been used for the vessel design.

e Min. Design Temperature: -46 Deg. C

e Max. Design Temperature: 70 Deg. C

e Maximum Internal Design Pressure: 22 Barg

e Product Density at -46 Deg C: 1,165.6 kg/m3(S.G. = 1.165)
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Figure 3-1 Phase Diagram of CO- (Ref 4)

3.3 Design Assumptions

The following design assumptions have been made:

—_—"
Critical point

—Sublimitation line
~—Melting line
¥Satuéaﬁon line

20 30 40 S50

e Seismic loading is minimal in Ireland and is not considered in the evaluation.

e Soil conditions have not been considered. It is assumed that adequate foundations can be provided.

e No specific restrictions have been imposed for the vessel height. Therefore, the vessel geometry used

in this study are primarily driven by economics.
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4 DESIGN SUMMARY

4.1 Horizontal or Vertical Vessels (Bullets)

The use of horizontal and vertical pressure vessels for the storage of liquid CO:z is very common throughout
the storage industry. As a smaller vessel, they handle high pressures well, are relatively easy to fabricate, are
typically shop fabricated, and can generally be supplied at a reasonable cost. Many manufacturers in the
industry also offer standard size bullets which allows optimised production and a further reduction in cost.

For the purpose of this study, we are considering typical shop manufactured bullets of a common size that will
be shipped to site complete. Larger vessels could be considered, but this could result in shipping issues that
can add significant cost or not be logistically possible. Specific design details of the vessel will need to be
supplied by the vessel manufacturer as a part of the pricing effort.

The vessel being considered is a 6.25m diameter x 25m long bullet that can be oriented as a horizontal or
vertical vessel. The gross volume of the vessel is 703m3. We have assumed that 80% of the gross volume
can be used as working volume resulting in a net working volume of 562m?3. With a total required working
capacity for the intermediate storage of 26,050m3, the site would require (47) forty seven bullets. The following
figures are to help visualise what this might look like.

6.25M

I

26M
25M

25M ,

?‘ 25“
6.25M

2

|'| |'| I'I ;TE GRA{E | \

s s i
HORIZONTAL VESSEL VERTICAL VESSEL

Figure 4-1 Vessel Elevation View for Horizontal and Vertical Vessels
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Figure 4-3 Plot plan for (47) forty seven horizontal pressure vessels

The layout of the vessels can vary significantly depending on the land available, location needs for other
equipment, and the general topography of the site. The layouts shown represent the smallest possible
footprint.
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4.2 Spherical Vessel

Spherical pressure vessels are also well suited to store LCOz. The storage pressure for refrigerated LCOz is
not generally too high. This allows a wall thickness which is not excessive, making spheres a more economical
option.

Smaller spheres may be shop fabricated. However, smaller spheres are generally less economical than bullets
as they are more difficult to fabricate/erect than bullets and are also typically heavier than bullets.

Most spheres tend to be field erected as they are too large to be shop built and transported to site. For the
purpose of this study, we are only considering large field erected spheres as this would be the most economical
sphere option.

In this report, we have considered two different options for the spheres.
1. (4) 25.2m diameter spheres with a gross volume of 8,379m?3 and a net working volume of 6,703m?2 for
each sphere.

2. (6) 22m diameter spheres with a gross volume of 5,575m?® and a net working volume of 4,460m? for each
sphere.

As with bullets, the working volumes are based on 80% useable capacity for each sphere.

25.2M

22M

21.2M

VAR

4 SPHERE OPTION 6 SPHERE OPTION

Figure 4-4 Vessel Elevation View for 25.2m and 22m Diameter Spheres
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Notes:

1

2)

3)

4)

Layout based on 6m clearance between
vessels. Clearance can vary depending
on maintenance and access needs.
Total footprint based in this layout is
4,356m?

No special allowances have been made
for piping or any other equipment within
the storage vessel area.

Stairway and platform access to the top
of large spheres is typical and shown in
the plot plan.

Notes:

1.

Layout based on 6m clearance between
vessels. Clearance can vary depending
on maintenance and access needs.
Total footprint based in this layout is
4,988m?

No special allowances have been made
for piping or any other equipment within
the storage vessel area.

Stairway and platform access to the top
of large spheres is typical and shown in
the plot plan.

Figure 4-6 Plot plan for (6) Four 22m Diameter Spheres
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5 CONCLUSION

Historically, horizontal and vertical pressure vessels (Bullets) have been more common than spheres for the
storage of LCO2. A bullet was well suited for the small volume of LCO: that was typically being stored and
was generally the most economical option. These vessels were almost always shop manufactured and tested
which minimised the mobilisation effort in the field.

As a general rule, it was considered that 10 or 12 shop manufactured bullets were almost always a more
economical option when compared to a large field erected pressure vessel like a sphere.

With the emerging CO2 market surrounding carbon capture initiatives, much larger quantities of CO2 need to
be stored which means the industry must re-evaluate potential storage options.

For this study, we considered a required storage capacity of 26,050m?3 of LCO2. As outlined in the previous
design summary, 26,050m?3 of LCO2 would require either:

e (47) 6.25m diameter x 25m High bullets, or
e (6) 22m diameter spheres, or

e (4) 25.2m diameter spheres.

Although (47) bullets are possible but not very practical when comparing to (4) or (6) spheres. The (47) bullets
will require significantly more piping, valving, and control systems, which adds cost and will result in a great
deal more maintenance during the operation of the facility.

Having (47) bullets will also significantly increase safety concerns for the facility. The large number of pipe
joints, valves, and control systems greatly increases the risk of leaks and/or equipment failure. It should also
be noted that off-loading product from a large number of bullets to a ship adds a considerable complexity to
the process which further increases operational safety risks.

The footprint required to install the (47) bullets horizontally is very large which means the vessels would likely
need to be installed vertically eliminating any benefits of a low profile option.

Based on the above and due to the large storage volume of LCO: that has been considered for this facility, we
recommend that the larger field erected spheres be considered as the most suitable option. (i.e. (4) 25.2m
diameter spheres with a gross volume of 8,379m? and a net working volume of 6,703m? for each sphere.)

The recommended sphere option will likely reduce the installation cost, reduce long term maintenance cost,
and improve the overall safety of the facility by reducing the number of pieces of equipment.
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Appendix A
PRELIMINARY SPHERE
DESIGN SUMMARY
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(4) Sphere Option — 25.2m Diameter

SHELL DESIGHN Summary
rshde Diamatar BZETT I = 25200 mm
Design bguid Loval BZETT It = 25200 mm
Hydrotest Liguid Laved BZETT It = 25200 mm
Froduct Spacific Graviy 1166
Dasign Temperature 158 °F = TOO°C
Disign Internal Fressun M30psly = ZEOW kgiom®™ G
Dasign Extamal Prassure 14 psig = QXS kgiom®™ G
Hydrotest Rata 1.43
Joint EScignoy 1.00
Comodion Allowanoo 0053 in = 1.5mm
Shaell Marerial SAEITCLIM) Camrida
Wield Sirergth at Design Tamp 55184 pal = XEOSMPa
Ulimaie Tensle Srangth BO000 el = S51E6MPa
Betioclubss of Elasticity at Desion Tamp 2830400000 el = A0 MPa
Alicwable Design Eless al Doesign Tamp 33300 peai = IXNENPa
Allcwablo Tos! Exross =MM(0.95 Fy,067 Fu) 53500 psl = 3E96MFa
.-'"---I '-_ I
L3 uT
A 1 Jii_Pil
L
(15) Supparts Reg Y i W
LuTy, L
- L
aEr A
SHELL COURSE DESIGN POINTS
SHELL DESIGN SUMBMARY:
PL # Quantity De:.ign Dressign Angle Req'd Thi Used Thk " ‘Wiaght
Paint §Deg.) fmmj fmm) figh
i i i IrTe 61.773 B1.7T3 14,847
] 2 i IrTe 61.773 B1.7T3 23,653
3 q 2 05 B2 103 EZ2.103 47,635
4 a0 P B0L54 £4.262 B4.262 168,441
5 a0 4 11945 £2.123 E8.123 524,618
& an 5 14595 5265 BA.EEE 184,027
7 4 & 1557 52534 £8.834 33,430
| 2 7 18000 BEE34 EB8.834 28,404
g 1 7 18000 E8.534 EB.B34 13,204
[™1 Acd 0.TEZ mm Thinning Allowanos o the crdered thickness. Talal Shel Waight = 1,034,256
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(6) Sphere Option — 22m Diameter

SHELL DESIGN

CILLNH 5TUH—,

iside Diamatar TZATER = 23000 mm
Diesign iquid Lovel TZATER = 2700 mm
Hydrotest Liguid Lovel TZATER = 2310003 mm
Froduct Spocific Grasity 1167
Dasign Temparature T meF | = oo
Dasign Imornal Fressune 330 psig = Zzof kgiom® G
Dasign Extemal Pressune 1.4 psig = QUOEG kgicm®™ G
Hydrotest Rado 1.43
Joint ESciancy 1.00
Camesion Allowance T oo®min = 15mm
Srall Material m Dwaimidia
Yiekd Sirergd al Design Tamp 55124 i =
Ultimaie Tensie Srangth B0 p=i =
Melioiibes of Elasticity at Design Tamip 234000 pesi =
Allcwabie Design Sless al Desion Temp 33300 =i =
Allcsable Test Stress =MIMN{0.85 Fy 067 Fu) 53500 ezl =
LN
T -

=05 MPa
5515 MPa
0E000 MPa
ZFa 6 MPa
1505 MPa

e HES B ELN] L
GEL| BN FOOKT 2

(15) COLLIMMNS REQ.
SHELL COURSE DESIGN POINTS
SHELL DESIGN SUMBMARY:
PL# Quantity Diesign Dwsign Angla Rag'd Thic Usod Thk * Winight
Paint ¥ (Dag.) {mm] {mmj (k)
1 1 1 3150 =4.178 54,178 10,318
2 2 1 3150 54 17E 5417 20,636
3 4 2 005 54534 54.534 41,544
4 0 1 2491 52 115 5E.11E 238,524
5 0 4 140,95 55 FOT 55,207 308,TE1
& 4 5 156 57 55385 55,385 45,735
7 2 B 12000 55,411 53,411 22,630
| 1 B 18000 2411 53411 11,315
A

["1 Add 002 in Thinning Allcwance 1o he crdered thickness. Tatal Shal Waight = £85, 568
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