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Lessons learned from early injection
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Perenco CCS Projects
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Project Poseidon

e Three UK SNS CCS licences awarded in 2023

e CCS strategy is to re-use extensive Perenco-owned
infrastructure and depleted hydrocarbon fields for
CO, storage

* Poseidon Store focuses on the Leman gas field
* UK largest gas field ~ 14.5 Tcf
* Poseidon storage capacity: ~1Gt CO2

* Compartmentalised — enabling store to be developed
segment by segment

Poseidon CS009 Licence timeline

F T

Site Characterisation
I N N N N N I

I---[:]-D---D---

Licence 49/27-H1 Injection Pre-FEED
award workover Test



The Leman Advantage — A World Class Store PerRENCO A

Storage centred on Leman gas field — SNS largest legacy gas field from 14.5 Tcf to ~1 GT CO, capacity

Producing 2.0 Bcfpd in late 1970s (42% UK gas demand)

=
: k 27 Alpha &

The field encompasses 15 platforms & 200 wells that can be
repurposed for CCS

Massive, highly compartmentalised reservoir — enabling store
to be developed segment by segment.

Ultra-depleted gas reservoir with significant historical
data set.
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CO, Injection Test Execution Strategy PERENCO

e CO, shipping to rig via MSV vessel

e 3 months operations starting in February 2025
* 10 offshore LCO, transfers in 43 days

e 15 CO, injection cycles

* 3,500 tonnes on CO, injected into the well

4. CO, transfer
to Leman 27H to ERDA

{ ) = 9
| I
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2. CO,

transfer to
N MSV




Poseidon CO, Injection Test: Technical lessons learnt PERENCO 4

Multiphase injection is not problematic:
o Stable flow & pressure on surface and at reservoir level achieving up to 1.1Mtpa

o Multiphase injection offer more cost-effective development options (low WHP & WHT)
* No clear advantage to liquid-phase only. Injection with downhole choke = colder temperatures at reservoir level.
* Lowest surface temperatures down to -12.5°C only at highest rates

* Frequent start-up/shut-down cycles worsens reservoir cooling BUT lowest average injection interval temperature is +13°C
(above hydrate appearance temperatures)

* Wellbore and seismic MMV techniques tested and will become the backbone of the future MMV plan

Temperature (degC) "’:1"' — - = CCS Anal Operating Conditions for Typical Well Rates
BHT ="
WHT e
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Poseidon Phase 1 Development PerENcO A

Poseidon CO, Injection Test - A unique dataset enabling confident scale-up to commercial operations

e 2injection wells from the 27F platform
* 0.7 Mtpa from an EfW anchor emitter, CO, delivered by 7,500 tonne ship
* Offloading infrastructure offshore at Leman field

* Natural heating from pipeline loops on the seabed

* Monitoring Plan in place to track pressure and CO, plumes

Flexible Riser

Dynamic Sector model (Scenario 1)
CO, molar fraction

Riser Base

Subsea Pipeline

I 100% CO,

Manifold

0% CO,

Leman 27F Platform

Heating Loop

~2 km
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:§|—§ Putting the UK at the heart of NW European decarbonisation F=rc"c° 4

Project summary 2030

Beyond
2035 2040 25'50
Storage Capacity 840 Mt
First Injection 2030
CO, Storage FID Phase 1 Phase 2 Phase 3 Phase 4
Peak Injection Rate 40 Mtpa Injection pgrmit 2027  0.5-1.5Mtpa +9Mtpa®  +10Mtpa® 40Mtpa M
. a. . Test 2030 Leman Field CoP Dependant
Injection Period +30 years 2025

Teesside

Development strategy

* Launch phase 1 shipping solution, repurposing existing assets,
with initial UK anchor emitter

e Early expansion of shipping offering to UK & EU emitters
e Scale up - Connect to EU emitters via pipeline

* Expand pipeline network to UK

Notes: (1) — Indicative values
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